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Digital Signage Player 

ENLIGHTEN THE WORLD WITH DIGITAL SIGNAGE PLAYERS 



Digital signage media player is all about turning regular screens into functioning digital signage 

displays, but there is more. Designed and assembled in Betvis Shanghai industrial park 

exclusively for digital signage, Betvis DS media players are created with an intuitive look and a 

beautiful mind that loves challenges from all sorts of digital signage applications. Being proud of 

its eye-opening innovation and mind-blowing potential, Betvis player is going to revolutionize the 

world of digital signage.  

DSM8 digital signage management software has been the 

performing platform for Betvis players since its born in 

2012 and has withstood the test of time. After 5 major 

upgrades and the continuous optimizations, it is now 

extremely stable, exceptionally powerful and marvelously 

flexible. It will take some imagination and creativity to 

make full use of its potential in some specific applications 

like location-based display, double-faced display and face 

recognition digital signage.  

ONLY FOR DIGITAL SIGNAGE, AND MORE THAN THAT 

ONE PLATFORM FOR ALL, AND IT IS A GOOD ONE 



All Screen Adaptable 
Adapt to screens of different sizes and resolutions, including landscape display, portrait display and  
stretched display. 

EYE-OPENING INNOVATION  
MIND-BLOWING POTENTIAL 

4k Video  
Upgraded GPU hardware and optimized video engine provide smooth decoding of 4k video in  
resolution 3840x2160. 

Text to Speech 

Convert text to speech and play it out loud in customized language, accent, sex and age.  

Multiple Video  
Play several smaller resolution videos in different zones that add up to resolution 3840x2160, including HTML  
feed video.  

Live Feed 
Instantly display updated content without republishing the presentation. Live feed can be RSS or any  
other third-party database.   

HTML5  

Display HTML5-based webpage with fabulous amazing functions and visual effects in an optimized way.  

Live TV 
Bring in full HD TV signal through HDMI 2.0 and display it all together with any other type of content  
on screen.  

Streaming Media 

Instantly receive and play IP streaming video from HTTP or RTSP protocol. 

Surveillance Camera 

Connect the player with a USB camera and display the live surveillance video instantly.  

Face Recognition  

Connect the player with a USB camera and it will recognize faces and display pictures on them.  



EXCEPTIONALLY POWERFUL  
MARVELOUSLY FLEXIBLE  

Network  

Network can be built in cloud or within a LAN. Players can connect to the server via cable, Wi-Fi, or 3G/4G.  

Wi-Fi Hotspot 

Player can be used as a hotspot for people around to connect with their smart devices.  

Location Based 

Playlist can be scheduled and triggered to player according to GPS location. 

Smart Phone 

Play the content on your smart phone on your signage while allowing you to continue to use your phone. 

Sync Player 

Players in the same LAN can be set into auto-sync to get synchronized playback. 

Double Display 

Display different content on two separate screens. Content on each screen can interact with each other.  

Local DVR 

Surveillance video of the USB camera is automatically stored on player disk for future check.  

Remote Deploy 

Players can be setup in batch from the server side to get them connected and updated.  

USB Update 

You can use a USB flash drive to setup your players or publish your content locally.  

Adaptation 

Players can work in ambient temperature 0 to 70 at 90% maximum relative humidity.  



RICH INTERACTION 
ENGAGING EXPERIENCE 

Device Interaction 

Program can be triggered by inputs like keyboard, remote control, GPIO input, or UDP commands.  

Application 

Third-party Android applications can be switched back and forth in the current program.  

Web Tool 

A webpage tool bar is provided to go back, forward, refresh, etc.  

Two-point Touch 

User can use two fingers to zoom in/out a picture or webpage.  

Program Switch 

Loop program and on-demand program can be switched back and forth.  

Program Interaction 

Loop program and on-demand program can interact with each other.  

Interaction Homepage 

An interaction homepage can be build as the entrance for all on-demand programs.  

Interaction Switch 

On-demand programs can be connected and interact with each other.  

Full Screen Picture 

Pictures can be touched on screen to display in full screen on fingertips.  

Picture Slide 

User can use a finger to slide and view pictures on screen.  



User-Defined Layout 

DSM8 DIGITAL SIGNAGE 
MANAGEMENT SOFTWARE 

• User can design different layouts according to different content; 

• Take the layout template or design layout; 

• It supports background image and music; 

• Time zone can display current time and date; 

• Weather zone display weather type, time, text and logo in 24 hours/48 hours/72 hours; 

• Image zone can be set as static image or select various kinds of image switch effect, including scrolling, cut-in, gird effect; 

• Message zone can be set as static or scrolling text, supports news and RSS; 

• Display logo on the specific location on screen, and logo can overlay other image; 

• There are multiple ways to display scrolling message; 

• Set one zone as main playback zone, and the program will end at the end of this zone; 

• According to program, it can set layout size, including landscape and portrait mode. 

Various Content 

Content Management 

• The content type includes video, image, audio, message, subtitle, time, date, weather, news, etc; 

• Video formats include WMV, MPG2/4, RMVB, DAT, VOB, XVID, DIVX, AVI, TS, H.263/H.264, MOV, FLV, etc; 

• Image formats include almost all of image formats, such as BMP, JPG, GIF, PNG, etc; 

• Message can set font, size, color, and background color or transparent background; 

• Time and date in Chinese, English and other formats, it sync with server accurately by minute; 

• Content can be managed and classified by category; 

• Category type is similar to Windows explorer; 

• Create/delete/rename a category on server; 

• Upload content to a category according to different classifications; 

• Upload different content from local hard disk or network folder; 

• Support continuous upload from breakpoint; 

• Set download time of player content to avoid busy hour and keep system stability; 



Program and Campaign 

Group Management 

• Contain Loop campaign, On-Demand campaign and Inter-Cut campaign; 

• Play or pause a program if you want and the pause program will not be deleted from player; 

• The priority of campaign: Inter-Cut campaign>On-Demand campaign>Idle-Loop campaign; 

• The Idle-Loop campaign can be repeated every several days, for example the repeated days are a week, and it will 

display different programs everyday; 

• Inter-Cut time, end time, playback counts of Inter-Cut campaign are optional; 

• On-Demand campaign is triggered by hardware or software command, and displays one or several programs as the 

set count; 

• User management players by group according to the details, for example location, network, commercial, player 

model, etc; 

• According to setting player group and campaigning programs, it can satisfy various complicated requirements of 

clients; 

• Grouping is in tree-directory structure, allows multilevel group, easy to manage and understand; 

• Without specific command, all of settings and content of players are same in the same group, such as playback 

content, hardware configurations, download time, etc; 

• User can send specific configuration to one or several player in the same group according to the details. 

Security 

• Strict audit system to manage playback content and avoid mistake; 

• According to manage content in details, such as preview uploaded content and audit them, approve/refuse current 

campaign, user can manage player; 

• Manage the access level of users by defining the users’ roles; 

• Admin can set up users, and select roles to different user; 

• User login server through IP address via web browser, input user name and password and then manage the system; 

• Default user name and password are available. 



Playback Monitoring 

Player Configuration 

• Get rid of manual work and increase player life cycle through setting power on/off time; Select network connection 

way and set network configuration, set DHCP/Static IP address, Wi-Fi authentication/encryption method, 3G 

account, etc; 

• Set video output and resolution, such as CVBS, VGA, , Ypbpr, 1080P, 720P, 480P, etc; 

• Adjust volume at different time; 

• Upgrade firmware through requirements. 

• Playback monitoring function make user learn the current and history situation of player without going to 

installation place; 

• When there is something wrong with the player or network of player, it will inform the related administrator to let 

them know well about system; 

• Remote check player network status, including on/offline status and recent heartbeat time, etc; 

• Check the history heartbeat time of some player; 

• Check system log, such as power on time, download start/end time, etc; 

• Get player online rate directly; 

• Auto alarm when player has been offline for a long time, or improper power on/off, etc; 

• Check playback status by taking screenshot. 

Statistics 

• Statistic function make users get the playback information and offer  

reliable data to study system; 

• Check the playback list during certain time and in some group, including  

playback counts, playback start/off time, etc; 

• System will get the playback counts and time of some file automatically; 

• Check statistics by player name and file name; 

• Get player availability ratio, means that how much percent normal working  

     time of a player of a group player take in gross time during certain time. 



As the enterprise level digital signage player powered by DSM8, BV-

88 can easily turn any ordinary TV, monitor or screen into highly 

versatile digital signage display. Featuring 4K display, HDMI input, 

reliable network and scalable I/O interfaces, it is your perfect choice 

for any digital signage project large or small, complex or simple.  

As the lite version of BV-88 player, BV-88-Lite features 4K display, 

reliable network and scalable I/O interfaces. With super tiny size and 

outstanding performance, BV-88-Lite can be connected with any 

screen via HDMI cable, turning ordinary TV, monitor or screen into 

easy-to-use digital signage.  

BV-88  

BV-88-LITE 



BETVIS BV-88/BV-88-Lite/BV-84 Comparison Table 

MODEL BV-88 BV-88-Lite BV-84 

4K@60p / Dual 1080@60p  Video Decoding √ √ 

Single 1080p60 Video Decoding √ √ √ 

Video Codecs: MPEG-1/2/4, H.264, WMV9, RV8/9/10, Divx-3/4/5 √ √ √ 

Video Containers: MKV, MOV, MP4, AVI, TS, MPG, ASF, FLV, OGG, RM √ √ √ 

Image: JPG, PNG, BMP √ √ √ 

Audio: MP3, WMA, WAV, EAAC+, APE, FLAC, BSAC, OGG Yes √ √ 

CPU RK3368, 8 Core, 1.6GHz  RK3368, 8 Core, 1.6GHz  RK3188, 4 Core, 1.6GHz  

DDR DDR-3, 1GB DDR-3, 1GB DDR-3, 1GB 

Storage 16G EMMC NAND 8G EMMC NAND 8G EMMC NAND 

TF Card Slot √ √ 

USB High Speed Host Port x2 x2 x2 

HDMI Out √ (2.0) √ (2.0) √ (1.4) 

HDMI In √ (1.4) 

Ethernet (10/100M) √ √ √ 

Wi-Fi (802.11 b/g/n) √ √ √ 

Bluetooth (V2.1+EDR/BT v3.0/BT v3.0+HS/BT v4.0) √ √ √ 

Status LEDs (power, standby) √ √ √ 

Reset Button √ √ √ 

Real Time Clock √ √ √ 

Live TV √ 

IP Streaming √ √ 

Interactivity (USB, UDP, GPIO, IR) √ √ √ 

Live Feeds √ √ √ 

Geo-Fencing √ √ √ 

Dimensions (W x H x D) 234 x 105 x 30mm 155 x 95 x 30mm 228 x 126 x 36mm 

Power 12V/2A (24 Watts) 12V/2A (24 Watts) 12V/2A (24 Watts) 

Multi-Country Power & Regulatory Approvals √ √ √ 

Accessories (Power adapter, Remote control, Antenna, Mounted plates, 
Screws, User manual) 

√ √ √ 
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